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एनसीएमआरडब्ल्यूएफ एकीकृत मॉडल पररचालन पूर्ाानमुानों को कैललब्रेट करन ेके ललए आईएमडीएए पुनलर्ाश्लषेण के 

ललए कर्ाांटाइल मैलपांग पूर्ााग्रह सधुार लर्लधयाां । 
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सार:  

यह अध्ययि भारतीय मािसूि डेटा एनसनमलेशि एडं एिानलनसस (IMDAA) वषाा डेटा को बायस-सही करिे के नलए 

अिभुवजन्य और पैरामीनिक तरीकों के आधार पर नवनभन्ि कवांटाइल मैनपंग (QM) पूवााग्रह सधुार दृनिकोणों का आकलि 

करिे पर कें नद्रत है और बाद में मध्यम रेंज मौसम पूवाािमुाि (NCMRWF) के नलए राष्ट्िीय कें द्र को कैनलबे्रट करता है। एकीकृत 

मॉडल पररचालि पूवाािमुाि। भारत सरकार के पथृ्वी नवज्ञाि मंत्रालय द्वारा शरुू की गई एकीकृत बाढ़ चेताविी प्रणाली 

(IFLOWS) का समथाि करिे के नलए चेन्िई और मुंबई, भारत के दो तटीय शहरों को चिुा गया है, जो बाढ़ के दौराि प्रारनंभक 

चेताविी और निणाय समथाि प्रदाि करता है। इि तटीय शहरों में दखेे गए संचयी नवतरण के करीब कैनलबे्रटेड वषाा  के साथ 

कवांटाइल्स को सही करिे के नलए अिभुवजन्य कयूएम नवनधयां अपेक्षाकृत बेहतर हैं। हालांनक, अत्यनधक वषाा के मामलों में, 

पैरामीनिक नवनधयों के माध्यम से अंशांनकत अवके्षपण का कौशल बाढ़ पूवाािमुाि अिपु्रयोगों के नलए आशाजिक और उपयकु्त 

लगता है। इसनलए, यह अध्ययि कयूएम नवनधयों के प्रदशाि और वषाा  को कम करिे में उिकी क्षमता को प्रदनशात करता है 

नजसका शहरी बाढ़ मॉडल के नलए महत्वपूणा प्रभाव पड़ता है। 

 

Abstract:  

This study focuses on assessing different quantile mapping (QM) bias correction approaches based 

on empirical and parametric methods to bias-correct the Indian Monsoon Data Assimilation and 

Analysis (IMDAA) precipitation data and subsequently calibrate the National Centre for Medium 

Range Weather Forecasting (NCMRWF) Unified Model operational forecasts. The two coastal cities 

Chennai and Mumbai, India, are chosen here to support the Integrated Flood Warning System 

(IFLOWS), initiated by the Ministry of Earth Sciences, Government of India, which provides early 

warning and decision support during flooding. The empirical QM methods are relatively better in 

correcting the quantiles with calibrated precipitation close to the observed cumulative distribution at 

these coastal cities. However, in extreme rainfall cases, the skill of calibrated precipitation through 

parametric methods seems promising and suitable for flood forecasting applications. Hence, this 

study demonstrates QM methods’ performance and their potential in downscaling precipitation that 

has significant implications for urban flood models. 
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